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>From ???@??? Wed Apr 30 19:01:21 2008 -0500 

Date: Thu, 1 May 2008 00:00:01 GMT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 4167 

Message-Id: <20080501000004.3CD6F318124@srvr1.theporch. com> 


BOATANCHORS Digest 4167 
Topics covered in this issue include: 


1) Re: Weston panel meter repair ? 
by "Chuck Grandgent" <chuck@chuckg.com> 
2) Re: Weston panel meter repair ? 
by "RJ Mattson" <rjmattson@hvi.net> 
3) Tube Extenders are all sold! 
by W6cds@aol.com 
4) Re: Weston panel meter repair ? 
by "Chuck Grandgent" <chuck@chuckg.com> 
5) Re: Drake W-7 Wattmeter Repair 
by "Arden Allen" <gumbear@pacbell.net> 
6) R-725 
by wb3fau@att.net 
7) Re: R-725 
by wf£2u@ws190ps.com 
8) RE: R-725 
by "Nick England" <nick@3rdtech. com> 
9) Re: R-725 & TM 
by WA5CAB@cs.com 
10) My new easier e-mail... 
by W7£ni@aol.com 
11) Galaxy Wanted 
by Robert Kemp <bkemp@bobkemp. com> 
12) Re: Galaxy Wanted 
by spr@earthlink.net 
13) 240 VAC wiring 
by John Sehring <wbOQeq@yahoo.com> 
14) No Peak 2216-1 
by Mike Hardie <mike46@shaw.ca> 


Message-ID: <a913924b080428210807a52725dt5d855aafa46dbf8@mail . gmail.com> 
Date: Tue, 29 Apr 2008 00:08:52 -0400 

From: "Chuck Grandgent" <chuck@chuckg. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Weston panel meter repair ? 


Cc: boatanchors@theporch.com 
MIME-Version: 1.0 

Content-Type: text/plain; charset=UTF-8 
Content-Transfer-Encoding: 7bit 
Content-Disposition: inline 


Thanks much Bob, 


Alas I did not have the 3 screws on back, but it seems just removing 
the nuts from the two voltage connecting points and pulling gently 
allowed the guts to be dislodged. 


Then I was able to align the zero adjust point with the other part, so 
now it works, seems to be within a volt of what my UPS is reporting 
for the line voltage. 


Thanks again, 
Chuck, K1OM, Alachua, FL 


On Mon, Apr 28, 2008 at 11:14 PM, <WA5CAB@cs.com> wrote: 

Normally, there are three very small screws (#2-56 typical) around the rear 
of the case. Remove these and pull the guts from the case. Look at the 
slotted adjusting arm on the movement. It may be bent down. Look at the 
adjuster sticking through the front. The eccentric mounted adjusting pin 
may be broken off. Or someone could have removed the guts and then put them 
back in after rotating the adjuster or moving the arm so that the pin didn't 
fit into the slot when they put it back together. If the arm is bent down, 
straighten it, move it so that it points straight down, rotate the adjuster 
so that the pin is at 6:00, and reassemble. If the pin is broken off, you 
will need a donar case to repair the meter. But for temporary usage turn 
off all fans and other moving air sources in the vicenity (and hold your 
breath) and zero the meter by moving the arm with a pick or small 
screwdriver. Reassemble. 


In a message dated 4/28/2008 9:55:37 PM Central Daylight Time, 
chuck@chuckg.com writes: 


Gainesville FL hamfest Saturday, one item I picked up was a Weston 
panel meter, 0 - 150 VAC. 


Good news, $2. 

Bad news, the "zero adjust" screw adjustment on the front seems 
disconnected and doesn't seem to do anything. And, it seems to read 
maybe 5V too high. 


VV VV VV VV VV VV VV VV VV VV VV VV VV OV 


Question, is this repairable ? How to get it apart ? 
No big deal as it was only $2. 


Robert & Susan Downs - Houston 
<http://www.wa5cab.com> (Web Store) 
MVPA 9480 

<wa5cab@cs.com> (Primary email) 
<wa5cab@comcast.net> (Backup email) 


VV VV VV VV VM 


Message-ID: <0Q01301c8a9f4$b0e45ed0$64c164d0@Compaq2200> 
From: "RJ Mattson" <rjmattson@hvi.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Weston panel meter repair ? 
Date: Tue, 29 Apr 2008 08:29:36 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="UTF-8" 
Content-Transfer-Encoding: 7bit 


Ask Eldad, K2AB, he does meter repair. 
He helps do it yourself'ers. 

OK on qrz com 

bob...w2ami 


Seas Original Message ----- 

From: "Chuck Grandgent" <chuck@chuckg.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Monday, April 28, 2008 10:54 PM 

Subject: Weston panel meter repair ? 


Gainesville FL hamfest Saturday, one item I picked up was a Weston 
panel meter, 0 - 150 VAC. 

Good news, $2. 

Bad news, the "zero adjust" screw adjustment on the front seems 
disconnected and doesn't seem to do anything. And, it seems to read 
maybe 5V too high. 

Question, is this repairable ? How to get it apart ? 


No big deal as it was only $2. 


Chuck, K10M 


From: W6cds@aol.com 

Message-ID: <bc2.24ffa0a8.354892ca@aol.com> 

Date: Tue, 29 Apr 2008 11:03:38 EDT 

Subject: Tube Extenders are all sold! 

To: Old Tube Radios <boatanchors@theporch. com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----------------------------- 1209481418" 


SoS Creat Penta rSs PRer Soa 1209481418 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Thank you for all your interest. All tube extenders are sold and they went 
for an average of $15 ea which I think was a fair price. Wish that I had 
more of them so everyone could have gotten what they wanted. Charles wé6cds 


AkKKKKKKKAKKKKKNEeed a new ride? Check out the largest site for U.S. used car 
listings at AOL Autos. 
(http: //autos.aol.com/used?NCID=aolcmp00300000002851) 


a lk ll le tl 1209481418 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KKK KK KKK KK KKK KKK KK 


+ FF FF FF OF 
+t FF FF FF 


owt ease et ee eee e weer e seb eees 1209481418- - 


Message-ID: <a913924b0804290929170e2a1c51366635454af91ac2@mail.gmail.com> 
Date: Tue, 29 Apr 2008 12:29:39 -0400 

From: "Chuck Grandgent" <chuck@chuckg. com> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Weston panel meter repair ? 

Cc: "Old Tube Radios" <boatanchors@theporch.com> 

MIME-Version: 1.0 


Content-Type: text/plain; charset=UTF-8 

Content-Transfer-Encoding: 7bit 

Content-Disposition: inline 

WA5CAB's tips did the trick, turned out to be no biggie. 
Chuck, K10M 


On Tue, Apr 29, 2008 at 8:29 AM, RJ Mattson <rjmattson@hvi.net> wrote: 


> Ask Eldad, K2AB, he does meter repair. 
> He helps do it yourself'ers. 

> OK on qrz com 

> bob...w2ami 

> 

> 

> 

“Sa Original Message ----- 


From: "Chuck Grandgent" <chuck@chuckg. com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Monday, April 28, 2008 10:54 PM 

Subject: Weston panel meter repair ? 


Gainesville FL hamfest Saturday, one item I picked up was a Weston 
panel meter, 0 - 150 VAC. 

Good news, $2. 

Bad news, the "zero adjust" screw adjustment on the front seems 
disconnected and doesn't seem to do anything. And, it seems to read 
maybe 5V too high. 

Question, is this repairable ? How to get it apart ? 


No big deal as it was only $2. 


Chuck, K10M 


VV VV VV VV VV VV VV VV VV VV VV 


Message-ID: <0Q08a01c8aa4d$04daf000$17a0480c@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Drake W-7 Wattmeter Repair 

Date: Tue, 29 Apr 2008 15:33:37 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


DP wkd ad or someone, knows what 
> manner of adhesive would provide a strong bond without damaging the 
> bezel... 


I would use Krazy Glue that comes in the lipstick case style packaging. The 
goo has just the right flow characteristics for such a repair, not too 
runny, not too gooey. Apply adhesive sparingly to one side and hold parts 
together for about a minute. If they come apart when you let go either 
there is contamination (not likely with your W-7) or the type of plastic 
resists molecular clinging. Allow a couple of hours for a good cure. I've 
used KG for phenolic (bakelite) meter bezel repairs with excellent results. 
Other 

plastics are sometimes more problematic. Glue squeeze-out can be cleaned up 
with an acetone dampened Q-tip after the parts adhere. Always test the 
plasic with a drop of acetone if you are not sure if it will dissolve before 
commencing the repair. If the acetone melts the plastic then never mind the 
KG, just weld the parts together with the acetone. 


Arden Allen 
KB6NAX 


From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: R-725 

Date: Wed, 30 Apr 2008 15:00:49 +0000 

Message-Id: 

<043020081500. 29054 .481889A1000754910000717E22230682229B0A02D29B9BOEBFIADEQOCCOD9I9 
@att.net> 


you military experts out there, could you tell me about this unit? [R725] My 
understanding 

is, it is merely an updated R 390, no mechanical filters. So why didn't they 
just use R390s? Was it a lack of availability? So, fill in the’ blank spots 
for me, as to why they needed this etc. Russ. 


Message-ID: <20080430102729.my0lOxbqscc80wkc@webmail.opentransfer. com> 
Date: Wed, 30 Apr 2008 10:27:29 -0500 

From: wf2u@wsi190ps.com 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: R-725 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset=IS0-8859-1; 

DelSp="Yes"; 

format="flowed" 
Content-Disposition: inline 
Content-Transfer-Encoding: 7bit 


Russ, 


It's really not an updated R-390 but a modified R-390A. 

The IF section was replaced with the IF section similar to that of the 
R-390 (no mechanical filters). The reason is that these receivers were 
made for DF service, where the ringing and group delay of the 
mechanical filters are unacceptable. 

R-390's were obviously obsolete by that time and they were not in 
service any more to use them in that role. 


73, Meir WF2U 
Landrum, SC 


Quoting wb3fau@att.net: 


> you military experts out there, could you tell me about this unit? 
> [R 725] My understanding 

> is, it is merely an updated R 390, no mechanical filters. So why 
> didn't they just use R390s? Was it a lack of availability? So, 
> fill in the blank spots for me, as to why they needed this etc. 

> Russ. 


Date: Wed, 30 Apr 2008 11:33:12 -0400 

From: "Nick England" <nick@3rdtech.com> 

Subject: RE: R-725 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "'Old Tube Radios'" <boatanchors@theporch.com> 
Message-id: <085501c8aad7$80bdebcO$£d0212ac@Heathkit2> 
MIME-version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


There have been two articles in Electric Radio magazine 

"The Uncommon R-725/URR", by Thomas F. Marcotte, P.E., N50FF, ER # 84 (April 
1996), Page 14 

also one by Chuck Teeters W4MEW in January 2006 with, IIRC, lots more info 
about the NSA's role in acquisition and why they didn't use R-390's. 


Also used in DF system - see TM 11-5825-231-10, Direction Finder Set 
AN/TRD-15/23. 


cheers, 
Nick KD4CPL 


mrss Original Message----- 

From: owner-boatanchors@theporch.com [mailto:owner-boatanchors@theporch.com] 
On Behalf Of wb3fau@att.net 

Sent: Wednesday, April 30, 2008 11:01 AM 

To: Old Tube Radios 

Subject: R-725 


you military experts out there, could you tell me about this unit? [R 
725] My understanding 

is, it is merely an updated R 390, no mechanical filters. So why didn't 
they just use R390s? Was it a lack of availability? So, fill in the 
blank spots for me, as to why they needed this etc. Russ. 


From: WA5CAB@cs.com 

Message-ID: <bfa.130£90dd .354a0586@cs.com> 
Date: Wed, 30 Apr 2008 13:25:26 EDT 

Subject: Re: R-725 & TM 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_bfa.130£90dd.354a0586_boundary" 


--part1_bfa.130£90dd.354a0586_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


If anyone needs it, several years ago from a loaner copy of the AN/TRD-15/23 
manual I extracted the portion pertaining to the R-725 and built a manual. 

It's a supplement to the R-390A Depot manual which you also need to do any work 
on the R-725. But those are moderately common. 


In a message dated 4/30/2008 10:34:59 AM Central Daylight Time, 
nick@3rdtech.com writes: 

Seat iiat Original Message----- 

From: owner-boatanchors@theporch.com [mailto:owner-boatanchors@theporch.com] 
On Behalf Of wb3fau@att.net 

Sent: Wednesday, April 30, 2008 11:01 AM 

To: Old Tube Radios 

Subject: R-725 


VV VV WV 


you military experts out there, could you tell me about this unit? [R 
725] My understanding 

is, it is merely an updated R 390, no mechanical filters. So why didn't 
they just use R390s? Was it a lack of availability? So, fill in the 
blank spots for me, as to why they needed this etc. Russ. 


VV VV VV VV 


Robert Downs - Houston 
<http://www.wa5cab.com> (Web Store) 
MVPA 9480 

<wa5cab@cs.com> (Primary email) 
<wa5cab@comcast.net> (Backup email) 


--part1_bfa.130£90dd.354a0586_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KR KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KK KK KK KK KK KKK KKK KK 


+t + + + + F 
+t + + + + + OF 


--part1_bfa.130f£90dd.354a0586_boundary- - 


From: W7£ni@aol.com 

Message-ID: <c28.3375e07c.354a1301@aol.com> 

Date: Wed, 30 Apr 2008 14:22:57 EDT 

Subject: My new easier e-mail... 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Shrr94@aol.com, wb3fau@att.net, <box97062@msn.net>, 
Gailsullivan2029@comcast.net, gibsluder@magiclink.com, postr@ohiou.edu, 
<ppporch@theporch.com>, no-reply@wpsic.com, djn@ieee.org, 
fnaumann@cox.net, W7pcp@juno.com, <mminailo@telus.net>, 
wreckteck@yahoo.com, mbell@house.state.id.us, majordomo@foothill.net, 
listown@nanniandjack.com, 
<list.manager@listserver.afpc.randolph.af.mil, lesproctor@cox.net, 
layton@ljl.myrf.net, KD5byb@bellsouth.net, kOmaz@earthlink.net, 
jpyyelda@yahoo.com, jpyelda@yahoo.com, <michelemmj@msn.com, 
intsales@tubesandmore.com, info@tubesandmore.com, 
info@tradeportusa.com, info@printpal.com, ib-admin@qrz.com, 


Lherd@cox.net, Cherd1i@cox.net, cherd@nexadental.com, 
<brian.k.harris@philips.com>, <gharmon@idworld.net>, 
fhelzer@comcast.net, Rhea2112@aol.com, esposito@cox.net, 
escalate@2000charge.com, <ziggy7@bellsouth.net>, endofauction@ebay.com, 
dcameron@senate.state.id.us, abfin_b1@swbell.net, books@softpro.com, 
<boatanchors@theporch.com>, bitznpziz@cox.net, berts@safelink.net, 
clbwhitetail@conpoint.com, aw-confirm@ebay.com, >tom@protechm.com, 
<studiortaboy1@adelphia.net>, <statepetionroadless@fs.fed.us>, 
<spiffy138@hotlmail.com>, <spiffy1238@hotmail.com>, 
<sm-member@ebay.com>, <ronfol@ktc.com>, <postr@ohiou.edu>, 
<no-reply@wpic.com>, <merickson@netexpress.net>, <Jim2-w6ivw@cox.net>, 
<Jim2_w6ivw@cox.net>, <jgillespie@porchlight.ca>, <ipyelda@yahoo.com>, 
<hhopkins@tampabay.rr.com>, <help@2000charge.com>, 
<grinnell@surplussales.com>, <gailsullivan2029@comcast.net>, 
<ericksons@ericsonsrv.com, <ejones@hiwaay.net>, 
<customercarecenter@bankofamerica.com>, <chrisesposito@cox.net>, 
<afpc.retiree@randolph.af.mil> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 

boundary="----------------------------- 1209579775" 


eee 1209579775 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Please be aware of my new e-mail address! It is: _ruetama7@gmail.com_ 
(mailto: ruetama7@gmail.com) 


Thanks, 


Ray 


AkKKKKKKAAKKKKKNeed a new ride? Check out the largest site for U.S. used car 
listings at AOL Autos. 
(http: //autos.aol.com/used?NCID=aolcmp00300000002851) 


eee 1209579775 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK RK KK KK KK KKK KKK KK KKK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- 

* This post contains a forbidden message format 

* (such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 


+ + + OF 


x If your postings display this message your mail program x 
* is not set to send PLAIN TEXT ONLY and needs adjusting x 
KKK RK KK KK KK KK KK KK KK KKK KKK KK KKK 


wn nnn nen ene nnn eee ene eee 1209579775- - 


Message-ID: <4818C958.30608@bobkemp. com> 

Date: Wed, 30 Apr 2008 14:32:40 -0500 

From: Robert Kemp <bkemp@bobkemp.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Galaxy Wanted 

Content-Type: multipart/mixed; 
boundary="------------ 080200050307070908030605" 


This is a multi-part message in MIME format. 

POSER coer oAS 080200050307070908030605 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Well, I think I'm reverting to my childhood and am after some Galaxy 

Accessories! (First rig in 1968 or 69 was a VmkIII) Need the station 

console and remote vfo for the Galaxy V series (I have a "V Mark III"). 
SO I think that's the RV1 or was it the RV2? Can also use a Speaker 

enclosure for the GT550A (blue logo) unit. I could also use the RF550A 

and RV550A. Anyone got some of this stuff? 

Bob 

waOvrc 


Pra S terior 080200050307070908030605 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KKK KK KKK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KR KK KK KKK KKK KK 


+ + + FF FF OF 
+ + + + FF OF OF 


SSRno SRS ear 080200050307070908030605- - 


Message-ID: <11337787 .1209585479066. JavaMail. root@elwamui- 
mouette.atl.sa.earthlink.net> 


Date: Wed, 30 Apr 2008 15:57:58 -0400 (EDT) 
From: spr@earthlink.net 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Galaxy Wanted 

Mime-Version: 1.0 

Content-Type: text/plain; charset=UTF-8 
Content-Transfer-Encoding: 7bit 


Such a modest ambition, 100 billion stars... 
/scott 


PS-what will you do with them all? 


sees Original Message----- 

>From: Robert Kemp <bkemp@bobkemp.com> 

>Sent: Apr 30, 2008 3:32 PM 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: Galaxy Wanted 

> 

>Well, I think I'm reverting to my childhood and am after some Galaxy 
>Accessories! (First rig in 1968 or 69 was a VmkIII) Need the station 
>console and remote vfo for the Galaxy V series (I have a "V Mark III"). 
> SO I think that's the RV1 or was it the RV2? Can also use a Speaker 
>enclosure for the GT550A (blue logo) unit. I could also use the RF550A 
>and RV550A. Anyone got some of this stuff? 

>Bob 

>waOvrec 


Date: Wed, 30 Apr 2008 14:22:15 -0700 (PDT) 

From: John Sehring <wbQeq@yahoo.com> 

Subject: 240 VAC wiring 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 

Message-ID: <545667.96280.qm@web45616.mail.sp1.yahoo.com> 


All the replies are interesting! 


If you want 120 VAC available xatx a 240 VAC 
appliance, yes, you'll want to have a neutral wire 
there. You'll then get the 120 VAC between one of the 
240 VAC legs and the neutral. 


But, that neutral is NOT part of the 240 service for 
the appliance; it's only a part of the 120 VAC service 
for it. 


So there is actually NO "4-wire" 240 VAC service, it 
could be called "combined 240 and 120 VAC service". 
The third wire is the safety ground (which should have 
NO current on it during normal (unfaulted) operation. 
The fourth wire is STRICTLY for the 120 VAC appliance 
or 120 VAC part of the 240 VAC appliance, e.g. fan, 
motor, light, etc. In this case of combined service, 
both the 240 and 120 VAC appliances are using the same 
safety ground. 


The Johnson Desk KW power wiring is a disaster! Isn't 
Ole Johnson the one who shipped stuff with the 
infamous 2-fuse AC plug widowmaker?! 


Using the safety ground as a neutral is so verboten. 
If understand the writer correctly, the Desktop 
CHASSIS is used as part of the neutral circuit?! If 
so, outrageous. We're almost back to AC/DC radios 
with sometimes hot chassis. 


Remember, the safety ground properly carries ONLY 
fault current. The neutral carries only 120 VAC load 
current. 


BTW, in some parts of the world where there's 240 VAC 
instead of 120, it's unbalanced, fed against ground. 
So in those places, there IS a neutral for 240 
service. No 120 VAC is available from such a system. 


'Nuf said. 


--John WBOEQ 


Be a better friend, newshound, and 
know-it-all with Yahoo! Mobile. Try it now. http:// 
mobile.yahoo.com/;_ylt=Ahu06i62sR8HDtDypao8Wcj9tAcI 


Date: Wed, 30 Apr 2008 16:27:37 -0700 
From: Mike Hardie <mike46@shaw.ca> 


Subject: No Peak Z216-1 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <0Q00d01c8ab19$c6922de0$6401a8cO@user25441bd096> 

MIME-version: 1.0 

Content-type: text/plain; format=flowed; charset=iso-8859-1; reply-type=original 
Content-transfer-encoding: 7bit 


I'm still tracking down the cause of my R-390A's lack of sensitivity, there 
has been visible progress, I've worked from the audio output up to the RF 
subschassis. 


Injecting a 2-mc signal (receiver tuned to 1+000) at E211 produces good 
output, but injecting it at pin 1 of V203 produces hardly anything. Page 
124, paragraph 103.c, states "A weak output signal may indicate that plate 
circuits Z216-1 through Z216-3 are not tuned or not aligned properly". 
Z216-2 and Z216-3 peak nicely, but adjusting the slug in Z216-1 does 
nothing. (The cams are OK.) 


Do 2216-1, Z216-2 and Z216-3 work together, or on different bands? Should 
Z216-1 have a peak on 2-mc when the slug is adjusted? 


Thanks, 
Mike VE7MMH 


End o£ BOATANCHORS Digest 4167 
KAKKKKKKKKKKKKEK AKAIKE KK 


